
MASONRY MEASURE 81/330

INSTALLATION SITE kitchenetta

POSICION A

DESCRIPTION - INTERIOR DOOR WITH OVERHEAD LIGHTING

PIECES               1 (1right )

     CARPENTRY SCHEME

height of the finished floor

(new interior PVC carpentry in the new wall made of plaster boards)

suspended ceiling

   existing ceiling

MASONRY MEASURE 91/330

INSTALLATIO SITE infirmary

POSICION B

PIECES                  3 ( 2right , 1 left )

Door material is a six-chamber PVC profile in white color..
Door filling is a thermo isolation panel . Fitting are made of galvanized steel.
Before departure check the dimension of the opener in the walls .
Pr ior to making the door, all measures must be controlled on-site..

transparent glass

     CARPENTRY SCHEME

height of the finished floor

suspended ceiling

   existing ceiling

transparent glass

DESCRIPTION - INTERIOR DOOR WITH OVERHEAD LIGHTING

(new interior PVC carpentry in the new wall made of plaster boards)

Door material is a six-chamber PVC profile in white color..
Door filling is a thermo isolation panel . Fitting are made of galvanized steel.
Before departure check the dimension of the opener in the walls .
Pr ior to making the door, all measures must be controlled on-site..


