
NORMALNI POPREČNI PROFIL 6 (KM 165+744.31)/ TYPICAL CROSS SECTION 6 (KM 165+744.31)
ZA DEONICU PUTA OD KM 165+500 DO KM 166+600 (HOMOGENI POTEZ 3)

/ ROAD SECTION FROM KM 165+500 TO KM 166+600 (HOMOGENEOUS SECTION 3)

saobraćajna traka
/traffic lane

saobraćajna traka
/traffic lane

3.503.50

2.50%2.50%

1.501.50

postojeći kolovoz / existing pavement
d

post. kolovoza
=53cm

humuzirana bankina
/topsoiling shoulder

Excavation of topsoil d=30cm
Iskop humusa d=30cm

Topsoiling d=20cm
Humuziranje d=20cm

humuzirana bankina
/topsoiling shoulder

Topsoiling d=20cm
Humuziranje d=20cm

Excavation of topsoil d=30cm
Iskop humusa d=30cm

Asfalt beton (AB11s) /Wearing course- AC11/ d=4cm
Bitum. noseći.sloj BNS22A / Bituminous layer BNS22A /  d=6cm
Struganje asfaltnog sloja/Scraped of existing pavement 

6.00% 6.00%

7.00

biciklistička staza
/cycle path

Asfalt beton (AB11) / Wearing course - AC11 / d= 4 cm

Nasip od peska/ Fill of sand/ d=30cm  
Drobljeni kamen /Crushed stone/ 0/31mm/ d=20cm

1.00

Humuzirana bankina
/topsoiling shoulder

Excavation of topsoil d=30cm
Iskop humusa d=30cm

Fdk31

Fnasip Fnasip

Fpesak

Lab11s

Lbns

Lab11s - asfalt beton (АB11s) / Wearing course- AC11s
Lbns - bitumenizirani  noseći sloj (BNS22A) /Bituminous layer BNS22A
Fbns.ravn. - bitumenizirani ravnajući sloj / Bituminous layer

Fdk31 - drobljeni kamen 0/31mm / Crushed stone 0/31mm
Fdk63 - drobljeni kamen 0/63mm / Crushed stone 0/63mm
Fnasip - nasip od zemljanog materijala / Fill of earth material

Lstrug. - struganje asfaltnog sloja / Scraped of existing pavement
Frus.kol. - rušenje kolovoza / Demolition and of the pavement structure
Fiskop - Iskop u širokom otkopu rovokopačem  / Wide excavation
Fisk.kan. - iskop odvodnih jarkova bez obloge / Excavation of drainage ditches without revetment
Lskid.hum. - iskop humusa / Excavation of topsoil
Lhumuz. - humuziranje ravnih i kosih površina i bankina / Topsoiling of slopes and green surface 
Lnab.pod. - nabijanje podtla / Padding
Lvalj.post. - planiranje i valjanje posteljice / Arrangement of the formation levelFpesak - nasip od peska / Fill of sand 

Lab11 - Asfalt beton (AB11) / Wearing course - AC11 / d= 4 cm

Lab11

Lstrug.

Fiskop

Lskid.hum.

Lhumuz. Lhumuz.

Lnab.pod.

Lvalj.post.

1:2

1:2

1:10
1:21:2

pešačka staza
/pathway

Asfalt beton (AB11) / Wearing course - AC11 / d= 4 cm

Nasip od peska/ Fill of sand/ d=30cm  
Drobljeni kamen /Crushed stone/ 0/31mm/ d=20cm

Fisk.kan.

2.50% 2.50% 4.00%4.00% 1:3

1.002.00 2.00



NORMALNI POPREČNI PROFIL 7 (KM 168+947.27)/ TYPICAL CROSS SECTION 7 (KM 168+947.27)
ZA DEONICU PUTA OD KM 166+600 DO KM 173+650 (HOMOGENI POTEZ 4, NIZAK NASIP)

/ ROAD SECTION FROM KM 166+600 TO KM 173+650  (HOMOGENEOUS SECTION 4, LOW FILL)

3.50 3.50

saobraćajna traka
/traffic lane

saobraćajna traka
/traffic lane

7.00

Asfalt beton (AB11s) /Wearing course- AC11/ d=4cm
Bitum. noseći.sloj BNS22A / Bituminous layer BNS22A /  d=6cm

Struganje asfaltnog sloja 
/Scraped of existing pavement 

2.50% 2.50% 6.00% 1:26.00%

Humuzirana bankina
/topsoiling shoulder

/Excavation of topsoil d=30cm
Iskop humusa d=30cm

/Topsoiling d=20cm
Humuziranje d=20cm

postojeći kolovoz / existing pavement
d

post. kolovoza
=60cm

Humuzirana bankina
/topsoiling shoulder

/Topsoiling d=20cm
Humuziranje d=20cm

/Excavation of topsoil d=30cm
Iskop humusa d=30cm

biciklistička staza
/cycle path

4.00%

Asfalt beton (AB11) / Wearing course - AC11 / d= 4 cm

Nasip od peska/ Fill of sand/ d=30cm  
Drobljeni kamen /Crushed stone/ 0/31mm/ d=20cm

1.00

Humuzirana bankina
/topsoiling shoulder

/Excavation of topsoil d=30cm
Iskop humusa d=30cm

Humuzirana bankina
/topsoiling shoulder

4.00%

/Topsoiling d=20cm
Humuziranje d=20cm

1:2
1:2

1:21:2

0.50

0.50

"D8"

Fdk31

Fnasip Fnasip

Fnasip Fnasip
Fpesak

Lab11s

Lbns

Lskid.hum. - iskop humusa / Excavation of topsoil

Lab11s - asfalt beton (АB11s) / Wearing course- AC11s
Lbns - bitumenizirani  noseći sloj (BNS22A) /Bituminous layer BNS22A
Fbns.ravn. - bitumenizirani ravnajući sloj / Bituminous layer

Fdk31 - drobljeni kamen 0/31mm / Crushed stone 0/31mm
Fdk63 - drobljeni kamen 0/63mm / Crushed stone 0/63mm
Fnasip - nasip od zemljanog materijala / Fill of earth material

Lstrug. - struganje asfaltnog sloja / Scraped of existing pavement
Frus.kol. - rušenje kolovoza / Demolition and of the pavement structure
Fiskop - Iskop u širokom otkopu rovokopačem  / Wide excavation
Fisk.kan. - iskop odvodnih jarkova bez obloge / Excavation of drainage ditches without revetmentLab11 - Asfalt beton (AB11) / Wearing course - AC11 / d= 4 cm

Lhumuz. - humuziranje ravnih i kosih površina i bankina / Topsoiling of slopes and green surface 
Lnab.pod. - nabijanje podtla / Padding
Lvalj.post. - planiranje i valjanje posteljice / Arrangement of the formation levelFpesak - nasip od peska / Fill of sand 

Lab11

Lstrug.

Fiskop

Fisk.kan.

Fisk.kan.

Lskid.hum.
Lhumuz.

Lhumuz.

Lnab.pod.

Lvalj.post.

2.50%

2.00 1.00



0.50-1.00

Beton MB 30 sa armaturom mrežom, d= 20cm/ Concrete MB 30 with reinforcing mesh, d= 20cm  

NORMALNI POPREČNI PROFIL OTRESIŠTA 

0.50-1.00 3.00-5.00

2.50% 6.00%6.00%

Drobljeni kamen /Crushed stone/ 0/31mm d=20cm
Nasip od peska / Fill of sand / d=30cm  

/TYPICAL CROSS SECTION CARRIAGEWAY CONSTRUCTION OF CONCRETE INTERSECTIONS 

1:3

"D9"
Humuzirana bankina
/topsoiling shoulder

Iskop humusa d=30cm
/Excavation of topsoil d=30cm

Humuziranje d=20cm
/Topsoiling d=20cm

Humuzirana bankina
/topsoiling shoulder

/Excavation of topsoil d=30cm
Iskop humusa d=30cm

Fnasip

Fpesak

Fdk31

Fiskop
Lskid.hum.

Lhumuz.

Lnab.pod.

Lvalj.post.

0.03

0.20

0
.0

5

0
.2

0

Beton MB 30 sa armaturom mrežom, d= 20cm/ Concrete MB 30 with reinforcing mesh, d= 20cm  

detalj "D9"    R 1:25

Drobljeni kamen /Crushed stone/ 0/31mm d=20cm
Nasip od peska/ Fill of sand/ d=30cm 

3
.5

0

projektovana asfaltna bus niša širine 4.40m

/projected asphalt bus stop width 4.40m P=147.00m2

tipsko rešenje autobuskog stajališta

/solution type of the bus stop R = 1:200

R
=

6
0

.0
0

R
=

2
0

.0
0

autobusko stajalište

/bus stop

R
=

2
0
.0

0

R
=

2
0
.0

0

peron
/platform (+15cm)

saobraćajna traka

/traffic lane

R
=

6
0
.0

0

R
=

2
0

.0
0

R
=

4
0

.0
0

R
=

4
0
.0

0

13.00

3
.0

0
3

.1
0

 -
 4

.4

63.85

0
.1

2

3.00

0
.1

5

2.00%

1:3

6.00%

4.00%

1.00

Ivičnjak 18/24
Curb 18/24 humuzirana bankina

/topsoiling shoulder

Iskop humusa d=30cm
Excavation of topsoil d=30cm

Concrete pad MB 20
Betonski jastuk MB 20

0.30

0.12

peron
/platform

Fill of earth material
Nasip od zemljanog materijala

Asfalt beton (AB11s) /Wearing course- AC11/ d=4cm
Bitumenizirani sloj BNS22A/Bituminous layer BNS22A /  d=6cm
Bitumenizirani sloj BNS22A/Bituminous layer BNS22A /  d=6cm

2.50%

postojeći kolovoz
existing pavement

detalj "D3" poprečnog preseka bus stajališta
/detail of cross section on the bus stop R = 1:25

Drobljeni kamen /Crushed stone/ 0/31mm d=15cm
Beton/Concrete/ d=15cm

 



individualni prikljičak

Excavation of topsoil d=30cm

/separate access joints

4.00%

Iskop humusa d=30cm

Ivičnjak 18/12
Curb 18/12

Concrete pad MB 20
Betonski jastuk MB 20

Drobljeni kamen /Crushed stone/ 0/31mm d=25cm

Asfalt beton (AB11s) /Wearing course- AC11/ d=4cm

Bitumenizirani sloj BNS22A/Bituminous layer BNS22A /  d=6cm

detalj "D7"    R 1:25

Drobljeni kamen /Crushed stone/ 0/63mm d=30cm

2.50%

0.28

0
.0

5

0
.1

2
0

.1
1 0.18

0
.1

3

0.05
0.12

1:1

1:1

Ø200

sewerage
atmosferska kanalizacija

Topsoiling d=20cm
Humuziranje d=20cm

Excavation of topsoil d=30cm
Iskop humusa d=30cm

Asfalt beton (AB11s) /Wearing course- AC11/ d=4cm

Struganje asfaltnog sloja 
Scraped of existing pavement 

0.50

2
:1

postojeći kolovoz
existing pavement

1:2
1:2

2.50%
6.00%

Nasip od zemljanog materijala
Fill of earth material

Humuzirana bankina
/topsoiling shoulder

1.50

Nasip od zemljanog materijala
Fill of earth material

detalj "D8"    R 1:25

Bitumenizirani sloj BNS22A/Bituminous layer BNS22A /  d=6cm

Asfalt beton (AB11s) /Wearing course- AC11/ d=4cm

Struganje asfaltnog sloja 

detalj "D10"    R 1:25

2.50%

existing pavement

Scraped of existing pavement 

postojeći kolovoz

Bitumenizirani sloj BNS22A/Bituminous layer BNS22A

1:2

Ivičnjak 6/20

1:
1

2.50%

Curb 6/20

Betonski jastuk MB 20
Concrete pad MB 20

Ivičnjak 18/24

20%

Curb 18/24

individualni prikljičak

rušenje 
demolition 

5.00%

/separate access joints

4.00%

0.24

0.34

0
.1

2
0

.1
8

Drobljeni kamen /Crushed stone/ 0/31mm d=20cm
Asfalt beton (AB11) / Wearing course - AC11 / d= 4 cm

Nasip od peska/ Fill of sand/ d=30cm 

Beton/Concrete/ d=10cm
Drobljeni kamen /Crushed stone/ 0/31mm d=10cm

Drobljeni kamen /Crushed stone/ 0/63mm d=30cm

rigola/gutters

2.00 75

0.50

Beton/Concrete  d=15cm
Drobljeni kamen /Crushed stone/ 0/31mm d=15cm

/Demolition existing concrete d=15cm
Rušenje post. betona d=15cm

Excavation
Iskop

1:
1

1:
1

postojeći ivičnjak
/existing curb

Asfalt beton (AB11s) /Wearing course- AC11/ d=4cm

Struganje asfaltnog sloja 

Bitumenizirani sloj BNS22A/Bituminous layer BNS22A /  d=6cm

Scraped of existing pavement 

postojeći kolovoz
existing pavement

2.50%
Excavation of topsoil d=30cm
Iskop humusa d=30cm

Nasip od zemljanog materijala
Fill of earth material

Humuzirana bankina
/topsoiling shoulder

6.00%

1.50

2
:1

detalj "D1"    R 1:25

Excavation
Iskop

/Demolition of existing concrete d=15cm
Rušenje post. betona d=15cm

2.50%

postojeći ivičnjak
/existing curb

5.80%

Asfalt beton (AB11s) /Wearing course- AC11/ d=4cm
Bitumenizirani sloj BNS22A/Bituminous layer BNS22A /  d=6cm

Struganje asfaltnog sloja 
Scraped of existing pavement 

postojeći kolovoz
existing pavement

Beton/Concrete  d=15cm
Drobljeni kamen /Crushed stone/ 0/31mm d=15cm

detalj "D2"    R 1:25

1.50

individualni priključak
/separate access joints




